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Standard(s) indicated on this Certificate.
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This is to certify that representative samples of the product as specified on this certificate were tested according 
to the current UL requirements

Model Category Description
704.000 Indicatory Poerators (Mechanical Only)

704, followed by 900, 901, 902, 905, 907, 908, 910, 911, 
912, 915, 916, 917, 918, 930 or 935, followed by 1, 2, 3, 
4 or 5, may be followed by additional letters or number.

Switching Elements

704.001 Indicatory Poerators (Mechanical Only)
704.002 Indicatory Poerators (Mechanical Only)
704.003 Indicatory Poerators (Mechanical Only)
704.004 Indicatory Poerators (Mechanical Only)
704.005 Indicatory Poerators (Mechanical Only)
704.006 Indicatory Poerators (Mechanical Only)

704.009, followed by a suffix number (lens color code) Mounting flanges
704.010, followed by a suffix number (level color code) Pushbutton
704.011, followed by a suffix number (level color code) Pushbutton
704.012, followed by a suffix number (level color code) Pushbutton
704.013, followed by a suffix number (level color code) Pushbutton

704.020 Indicator
704.021 Indicator
704.022 Indicator
704.024 Indicator

704.029, followed by a suffix number (lens color code). Lighted Pushbutton
704.030, followed by a suffix number (lens color code). Lighted Pushbutton
704.032, followed by a suffix number (lens color code). Lighted Pushbutton
704.033, followed by a suffix number (lens color code). Lighted Pushbutton
704.039, followed by a suffix number (lens color code). Pushbutton
704.040, followed by a suffix number (lens color code). Pushbutton
704.041, followed by a suffix number (lens color code). Pushbutton
704.042, followed by a suffix number (lens color code). Pushbutton
704.043, followed by a suffix number (lens color code). Pushbutton
704.059, followed by a suffix number (lens color code). Pushbutton
704.060, followed by a suffix number (lens color code). Pushbutton

704.062 Lighted Pushbutton
704.063, followed by a suffix number (lens color code). Pushbutton

704.070, followed by a suffix number. Mushroom
704.071, followed by a suffix number. Mushroom
704.072, followed by a suffix number. Mushroom
704.073, followed by a suffix number. Mushroom

704.074, followed by a suffix number (actuator pri 
number code).

Rotary Release
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704.075, followed by a suffix number (actuator pri 
number code).

Rotary Release

704.076, followed by a suffix number (lock number code) Switch Key Release
704.078 Switch Key Release

704.079.0 Mushroom Operators for Switching-
Element (color code)

704.079.2 Mushroom Operators for Switching-
Element (color code)

704.079.4 Mushroom Operators for Switching-
Element (color code)

704.079.5 Mushroom for Switching-Element (color 
code)

704.084 Lighted Mushroom
704.086 Lighted Mushroom

704.090, followed by a suffix number (lever color code). Level Selector Switch
704.091, followed by a suffix number (lever color code). Level Selector Switch
704.092, followed by a suffix number (lever color code). Level Selector Switch
704.093, followed by a suffix number (lever color code). Level Selector Switch
704.094, followed by a suffix number (lever color code). Level Selector Switch
704.095, followed by a suffix number (lever color code). Level Selector Switch
704.096, followed by a suffix number (lever color code). Level Selector Switch
704.097, followed by a suffix number (lever color code). Level Selector Switch
704.098, followed by a suffix number (lever color code). Level Selector Switch
704.099, followed by a suffix number (lever color code). Level Selector Switch
704.100, followed by a suffix number (lever color code). Level Selector Switch
704.101, followed by a suffix number (lever color code). Level Selector Switch
704.102, followed by a suffix number (lever color code). Level Selector Switch
704.103, followed by a suffix number (lever color code). Level Selector Switch
704.110, incl., followed by a suffix number (lock number 

code).
Key Operated Rotary Switch

704.111, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.112, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.113, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.114, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.115, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.116, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.117, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.118, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch
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704.120, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.121, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.122, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.123, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.124, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.200, followed by a suffix number (color code). Indicatory Operators (Mechanical Only)
704.201 Indicatory Poerators (Mechanical Only)
704.202 Indicatory Poerators (Mechanical Only)
704.203 Indicatory Poerators (Mechanical Only)
704.204 Indicatory Poerators (Mechanical Only)
704.205 Indicatory Poerators (Mechanical Only)
704.206 Indicatory Poerators (Mechanical Only)

704.210, followed by a suffix number (lens color code) Pushbutton
704.229, followed by a suffix number (lens color code). Lighted Pushbutton
704.230, followed by a suffix number (lens color code). Lighted Pushbutton
704.239, followed by a suffix number (lens color code). Pushbutton
704.240, followed by a suffix number (lens color code) Pushbutton
704.259, followed by a suffix number (lens color code). Lighted Pushbutton
704.260, followed by a suffix number (lens color code). Lighted Pushbutton

704.290 Level Selector Switch
704.292, followed by a suffix number (lever color code). Level Selector Switch
704.294, followed by a suffix number (lever color code). Level Selector Switch
704.296, followed by a suffix number (lever color code). Level Selector Switch
704.298, followed by a suffix number (lever color code). Level Selector Switch
704.300, followed by a suffix number (lever color code). Level Selector Switch
704.302, followed by a suffix number (lever color code). Level Selector Switch
704.330, incl., followed by a suffix number (lock number 

code).
Key Operated Rotary Switch

704.331, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.332, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.333, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.334, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.335, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.336, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch
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704.337, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.338, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.340, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.341, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.342, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.343, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.344, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.345, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.346, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.400, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.401, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.402, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.403, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.404, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.405, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.406, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.407, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.408, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.409, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.410, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.411, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.412, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.413, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator
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704.500, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.502, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.504, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.506, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.508, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.510, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.512, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.642.0 Indicator
704.642.1 Indicator
704.642.2 Indicator

704.900, followed by a suffix number. Mushroom Operators for Switching-
Element

704.901, followed by a suffix number. Mushroom Operators for Switching-
Element

704.902, followed by a suffix number. Mushroom Operators for Switching-
Element

704.905, followed by a suffix number. Mushroom Operators for Switching-
Element

704.907, followed by a suffix number. Mushroom Operators for Switching-
Element

704.908, followed by a suffix number. Mushroom Operators for Switching-
Element

704.910, followed by a suffix number. Mushroom Operators for Switching-
Element

704.911, followed by a suffix number. Mushroom Operators for Switching-
Element

704.912, followed by a suffix number. Mushroom Operators for Switching-
Element

704.915, followed by a suffix number. Mushroom Operators for Switching-
Element

704.916, followed by a suffix number. Mushroom Operators for Switching-
Element

704.917, followed by a suffix number. Mushroom Operators for Switching-
Element

704.918, followed by a suffix number. Mushroom Operators for Switching-
Element

704.950.0 Lampholders
704.950.0B Lampholder
704.950.1 Lampholders
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704.950.1/D Lampholder
704.950.2/D Lampholder
704.950.3 Lampholder
704.950.5 Mounting Flanges
704.960.5 Mounting Flanges
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NKCR - Auxiliary DevicesThis is to certify that
representative samples of See Addendum Page for Product Designation(s).

Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL 508, 18th Ed., Issue Date: 2018-03-30, Revision Date: 
2021-07-08

Additional Information: See the UL Online Certifications Directory at 
https://iq.ulprospector.com for additional information

This Certificate of Compliance does not provide authorization to apply the UL Mark. Only the UL Follow-Up 
Services Procedure provides authorization to apply the UL Mark. 

Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL’s 
Follow-Up Services. 

Look for the UL Certification Mark on the product.
UL-US-L60460-111-52407791-4
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This is to certify that representative samples of the product as specified on this certificate were tested according 
to the current UL requirements

Model Category Description
704.000 Indicatory Poerators (Mechanical Only)

704, followed by 900, 901, 902, 905, 907, 908, 910, 911, 
912, 915, 916, 917, 918, 930 or 935, followed by 1, 2, 3, 
4 or 5, may be followed by additional letters or number.

Switching Elements

704.001 Indicatory Poerators (Mechanical Only)
704.002 Indicatory Poerators (Mechanical Only)
704.003 Indicatory Poerators (Mechanical Only)
704.004 Indicatory Poerators (Mechanical Only)
704.005 Indicatory Poerators (Mechanical Only)
704.006 Indicatory Poerators (Mechanical Only)

704.009, followed by a suffix number (lens color code) Mounting flanges
704.010, followed by a suffix number (level color code) Pushbutton
704.011, followed by a suffix number (level color code) Pushbutton
704.012, followed by a suffix number (level color code) Pushbutton
704.013, followed by a suffix number (level color code) Pushbutton

704.020 Indicator
704.021 Indicator
704.022 Indicator
704.024 Indicator

704.029, followed by a suffix number (lens color code). Lighted Pushbutton
704.030, followed by a suffix number (lens color code). Lighted Pushbutton
704.032, followed by a suffix number (lens color code). Lighted Pushbutton
704.033, followed by a suffix number (lens color code). Lighted Pushbutton
704.039, followed by a suffix number (lens color code). Pushbutton
704.040, followed by a suffix number (lens color code). Pushbutton
704.041, followed by a suffix number (lens color code). Pushbutton
704.042, followed by a suffix number (lens color code). Pushbutton
704.043, followed by a suffix number (lens color code). Pushbutton
704.059, followed by a suffix number (lens color code). Pushbutton
704.060, followed by a suffix number (lens color code). Pushbutton

704.062 Lighted Pushbutton
704.063, followed by a suffix number (lens color code). Pushbutton

704.070, followed by a suffix number. Mushroom
704.071, followed by a suffix number. Mushroom
704.072, followed by a suffix number. Mushroom
704.073, followed by a suffix number. Mushroom

704.074, followed by a suffix number (actuator pri 
number code).

Rotary Release
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704.075, followed by a suffix number (actuator pri 
number code).

Rotary Release

704.076, followed by a suffix number (lock number code) Switch Key Release
704.078 Switch Key Release

704.079.0 Mushroom Operators for Switching-
Element (color code)

704.079.2 Mushroom Operators for Switching-
Element (color code)

704.079.4 Mushroom Operators for Switching-
Element (color code)

704.079.5 Mushroom for Switching-Element (color 
code)

704.084 Lighted Mushroom
704.086 Lighted Mushroom

704.090, followed by a suffix number (lever color code). Level Selector Switch
704.091, followed by a suffix number (lever color code). Level Selector Switch
704.092, followed by a suffix number (lever color code). Level Selector Switch
704.093, followed by a suffix number (lever color code). Level Selector Switch
704.094, followed by a suffix number (lever color code). Level Selector Switch
704.095, followed by a suffix number (lever color code). Level Selector Switch
704.096, followed by a suffix number (lever color code). Level Selector Switch
704.097, followed by a suffix number (lever color code). Level Selector Switch
704.098, followed by a suffix number (lever color code). Level Selector Switch
704.099, followed by a suffix number (lever color code). Level Selector Switch
704.100, followed by a suffix number (lever color code). Level Selector Switch
704.101, followed by a suffix number (lever color code). Level Selector Switch
704.102, followed by a suffix number (lever color code). Level Selector Switch
704.103, followed by a suffix number (lever color code). Level Selector Switch
704.110, incl., followed by a suffix number (lock number 

code).
Key Operated Rotary Switch

704.111, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.112, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.113, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.114, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.115, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.116, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.117, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.118, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch
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704.120, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.121, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.122, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.123, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.124, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.200, followed by a suffix number (color code). Indicatory Operators (Mechanical Only)
704.201 Indicatory Poerators (Mechanical Only)
704.202 Indicatory Poerators (Mechanical Only)
704.203 Indicatory Poerators (Mechanical Only)
704.204 Indicatory Poerators (Mechanical Only)
704.205 Indicatory Poerators (Mechanical Only)
704.206 Indicatory Poerators (Mechanical Only)

704.210, followed by a suffix number (lens color code) Pushbutton
704.229, followed by a suffix number (lens color code). Lighted Pushbutton
704.230, followed by a suffix number (lens color code). Lighted Pushbutton
704.239, followed by a suffix number (lens color code). Pushbutton
704.240, followed by a suffix number (lens color code) Pushbutton
704.259, followed by a suffix number (lens color code). Lighted Pushbutton
704.260, followed by a suffix number (lens color code). Lighted Pushbutton

704.290 Level Selector Switch
704.292, followed by a suffix number (lever color code). Level Selector Switch
704.294, followed by a suffix number (lever color code). Level Selector Switch
704.296, followed by a suffix number (lever color code). Level Selector Switch
704.298, followed by a suffix number (lever color code). Level Selector Switch
704.300, followed by a suffix number (lever color code). Level Selector Switch
704.302, followed by a suffix number (lever color code). Level Selector Switch
704.330, incl., followed by a suffix number (lock number 

code).
Key Operated Rotary Switch

704.331, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.332, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.333, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.334, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.335, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.336, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch
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704.337, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.338, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.340, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.341, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.342, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.343, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.344, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.345, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.346, incl., followed by a suffix number (lock number 
code).

Key Operated Rotary Switch

704.400, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.401, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.402, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.403, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.404, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.405, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.406, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.407, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.408, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.409, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.410, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.411, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.412, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.413, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator
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704.500, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.502, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.504, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.506, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.508, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.510, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.512, followed by a suffix number (short lever color 
code).

Rotary Short Lever Actuator

704.642.0 Indicator
704.642.1 Indicator
704.642.2 Indicator

704.900, followed by a suffix number. Mushroom Operators for Switching-
Element

704.901, followed by a suffix number. Mushroom Operators for Switching-
Element

704.902, followed by a suffix number. Mushroom Operators for Switching-
Element

704.905, followed by a suffix number. Mushroom Operators for Switching-
Element

704.907, followed by a suffix number. Mushroom Operators for Switching-
Element

704.908, followed by a suffix number. Mushroom Operators for Switching-
Element

704.910, followed by a suffix number. Mushroom Operators for Switching-
Element

704.911, followed by a suffix number. Mushroom Operators for Switching-
Element

704.912, followed by a suffix number. Mushroom Operators for Switching-
Element

704.915, followed by a suffix number. Mushroom Operators for Switching-
Element

704.916, followed by a suffix number. Mushroom Operators for Switching-
Element

704.917, followed by a suffix number. Mushroom Operators for Switching-
Element

704.918, followed by a suffix number. Mushroom Operators for Switching-
Element

704.950.0 Lampholders
704.950.0B Lampholder
704.950.1 Lampholders
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704.950.1/D Lampholder
704.950.2/D Lampholder
704.950.3 Lampholder
704.950.5 Mounting Flanges
704.960.5 Mounting Flanges


